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SUMMARY

Some O.4-scale models of rocket-motor fins of the ASROC missile were
investigated for flutter and divergence in the Langley 9- by 18-inch
supersonlc flutter tunnel in the Mach number range from about 0.6 to 1.3.
Results of this investigation indicate that both divergence of the over-
hung leading edge and flutter occur within the sea-level operating condi-
tions of the missile at Mach numbers above about 1.0. Tests of models
with altered root fixity and plan form and of some relatively thicker
models indicated that these aeroelastic problems could be overcome elther
by extending the root clamping plates the entire length of the root chord
or by lncreasing the thickness of the fins by about 25 percent.

INTRODUCTION

At the request of the Bureau of Ordnance, Department of the Navy,
an investigation was conducted in the Langley 9- by 18-inch supersonic
flutter tunnel on 0.4-scale models of the ASROC rocket-motor fins at Mach
numbers from about 0.6 to 1.3. The purpose of this study was to obtain
flutter and divergence characteristics. The models were built by the
Langley Aeronautlical Laboratory and were scaled in such a way that the
test dynamic pressures for the models were equal to the full-scale dynamic
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pressures. In addition to the 0.4-scale models, other models approxi-
mately 25 percent and 45 percent thicker than design thickness and
several models having variations 1n plan form and root fixity were tested.

Test conditions and results of this investigation are presented
herein. The Bureau of Ordnance has requested that results of this study
be considered proprietary.

SYMBOLS
a velocity of sound, fps
fr flutter frequency, cps
fn natural frequency of nth mode (n = 1, 2, 3, k), cps
M Mach number
a dynamic pressure, lb/sq ft
t thickness, in.
T absoclute stagnation temperature, °R
c air density, slugs/cu ft
Subscript:
max maximum

MODEL DESCRIPTION

The basic models used were O.4-scale replicas made of 2024 aluminum
3lloy. This scaling was accomplished by multiplying all plan-form dimen-
sions and the thickness of the full-scale model by 0.4, thus making the
model thickness & nominal 0.050 inch. 1In addition to the basic models,
some thicker models which had the same plan-form dimensions as the
0.050-inch models but which were 0.063 and 0.072 inch thick (repre-
senting a 25-percent and 45-percent increase, respectively, 1n thickness
of the full-scale fin) were tested. Models of the same thickness as the
basic models, but with different root fixities and plan form, were also
tested. A drawing of the basic model is shown in figure l(a), and the
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variations in root fixities and plan form are shown in figure 1(b).
amee Natural frequencies and thicknesses of the models are presented in
*eees’ table I.

(11 R

::..' In order to facilitate mounting the model in the wind tunnel, two

.e” ¢ clemping plates, each equal to the model thickness, were riveted to the
model with the same pattern that was used on the full=scale fin. 1In
order to compensate for the possibility that the root restraint on the
basic model might not be as good as the root restraint on the full-scale
fin, a plece of material was left integral with the model between the
two previously mentioned plates. (See fig. 1(a).) At the forward end
of the root, a cut was made as shown in figure 1(a) to simulate the
fixity of the overhung leading edge. In order to determine the effect
of not having this filler piece integral with the main surface, two
models (BF-7C and BF-14) were built the same as the full-scale fin would
be, with the filler plece butted to the model. (See fig. 1(b).) The
models were bolted between two 1/2-inch-steel plates, which in turn were
bolted to the wind-tunnel model support.

In most cases, a new model was used for every test because 1t was
found that once the leading edge of a model had diverged, even though it
could be straightened and its frequencies did not change, there was an
. appreciable lowering of the dynamic pressure required for divergence the
second time the model was tested. All the data shown in table I pertain
to models which had not experienced flutter or divergence prior to the
points listed, except for test 33 in which a previously diverged model
was used with the overhung leading edge restrained. Test 38 was a rerun
of test 37 except for the manner in which the model was clamped. The
forward portion of the two clamping plates was cut away as shown in
figure 1(b) for test 38.

Typical vibration node lines of the models tested are shown in fig-
ure 2, and the natural frequencies for each model are listed in table I.
Since the full-scale fin frequencies and nodal patterns are not avail-
able, it 1s not possible to assess the accuracy with which the models
simulated the dynamic characteristics of the full-scale fin. Since the
basic models used were replicas made of the same material as the full-
scale fin, it would be expected that the full-scale frequencies would
be 0.4 times the model frequencies.

INSTRUMENTATION

Continuous records of wind-tunnel conditions and model behavior
« were obtained for each test on an oscillograph. The outputs from pres-
sure cells and from a thermocouple were recorded and used to obtain
tunnel static and stagnation pressures and stagnation temperature,
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respectively. Strain gages located on the models as shown in figure 1
were used to record the natural frequencies and flutter frequencies of
the models as listed in table I. In addition, the forward straln gages
were used to obtaln the divergence conditions. High-speed motion pic-
tures at a speed of about 1,400 frames per second were taken of the model
during each tunnel test.

TEST PROCEDURE

The tests were conducted in the Langley 9- by 18-inch supersonic
flutter tunnel. This tunnel is of the intermittent blowdown-type using
fixed nozzle blocks and operating from a high-pressure source to a vacuum.
The transonic tests were made by using a slotted test-section nozzle
employing a choking device in the diffuser to obtain the desired Mach
number in the test section.

The tests were made at approximately constant Mach number and con-
stantly increasing dynamic pressure until the desired results were
obtained. The maximum dynamic pressure of the tunnel i1s limited in the
range of these tests to those obtalnable with a pressure of 35 pounds
per square inch absolute in the test section.

RESULTS AND DISCUSSION

The test results obtalned for the basic models are listed in table I(a)
and are shown in figure 3 where the dynamic pressure required to produce
flutter or divergence 1s plotted as a function of Mach number. Also shown
in figure 3 1s a curve showing the sea-level operating conditions of the
rocket.

The flutter boundary parallels the operating curve with a small mar-
gin of safety at subsonic speeds and then appears to cross over into the
operating region at Mach numbers greater than 1.05. The dynamic pressure
at the static-divergence boundary appears to be roughly constant within
the scatter of the data and crosses into the missile operating region at
a Mach number of about 1.1.

The type of flutter encountered was relatively mild and involved
predominantly torsional motions as indlcated by the flutter frequencies
listed in table I(a) and by examination of motions pictures taken during
the tests. In some cases when flutter occurred, the dynamlc pressure was
increased without causing damage to the model until divergence of the
overhung leading edge was encountered. After the model diverged, the
flutter became less violent or stopped completely. In general, the
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divergence produced a permanent deformation which is illustrated by the
photograph of a typical model shown in figure k.

Some possible solutions to the problem have been examined. Results
of these tests of modified configurations are listed in table I(b). For
one test (test 33) the overhung leading edge was restrained by attaching
clips to the tunnel wall. Divergence was eliminated but flutter occurred
within the missile operating region. Other models which were about
25 percent and 45 percent thicker than the basic models were tested. No
aeroelastic instabilities were encountered within the maximum dynamic
pressure to which the tests were extended which, as indicated in figure 3,
is well beyond the sea-level operating condition of the ASROC. Tests of
configurations with modified plan form and root restraint (see fig. 1(b)
and table I(b)) indicate that extending the root clamping plates from the
leading edge to the trailing edge eliminated aeroelastic instabilities
within the flight boundary. Other configurations with pertions of the
leading edge unsupported experienced flutter within the flight boundary.

The possible effects of the nondestructive type of flutter of the
fins encountered in these tests on the flight path of the ASROC would be
difficult to assess. However, it would be expected that the occurrence
of divergence would produce large deviations from the intended flight
path. 1In addition to the uncertainties regarding adequacy of model
simulation, another question of concern is the possible effects of the
relatively large longitudinal accelerations acting on the fins during
the boost phase. It would seem that these effects would be small; how-
ever, their evaluation is beyond the scope of the present investigation.
It may be noted that the U. 5. Proving Ground (Dahlgren, Va.) reported
in unpublished data that flutter was observed in a tracking film of an
ASROC firing; however, the effect on the trajectory was not mentioned.

CONCLUDING REMARKS

The results of the experimental studies (neglecting acceleration
effects) on O.k-scale models of the ASROC rocket-motor fins appear to
indicate some aercelastic instabllity within the sea-level operating
conditions of the missile in the higher Mach number region. The flutter
is mild and nondestructive, its effect on the trajectory belng difficult
to assess. On the other hand, the divergence of the overhung leading
edge could produce large trajectory deviations. Results of tests on
models about 25 percent and 45 percent thicker than the scaled model and
on models with a variation in plan form and with clamping plates extending



foledn
\
¥
«
4
L
‘ ”
'
o
|
(4
<
1
L)
L]

2 =

NACA RM SL58HO8a =.°

the full length of the root chord indicated no aercelastic instability
within the operating conditions of the missile.

Langley Aeronautical lLaboratory,
National Advisory Committee for Aeronautics,
langley Field, Va., July 2k, 1958.
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* The third mode appeared to be a leading-edge flapping mode,

the rest of the model being motionless.

(a) Basic model.

Figure 2.- Vibration node lines considered typical.
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(b) Modified models. Node lines for configuration with clamping plates

extending length of root chord are same except that there are no node
lines near leading edge.

Figure 2.- Concluded.
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CHARACTERISTICS OF THE ROCKET-MOTOR FIN

OF THE ASROC MISSIIE®
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By Gilbert M. Levey and Perry W. Hanson

ABSTRACT

Some O.k-scale models were investigauted in the Langley 9- by 18-inch
supersonic flutter tunnel in the Mach number range from about 0.6 to 1.3.
Results of this investigation indicate that both divergence of the over-
hung leading edge and flutter occur within the sea-level operating condi-
tions of the missile at Mach numbers above about 1.0.
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